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Extended Charging Handle PN 06.102 for 

o Derya MK12  
 

Thank you for choosing a high-quality TECTAL product! 

The extended charging handle has been 100% engineered and “Made in Austria”. It 
offers the following benefits:   

✓ The charging handle is considerably longer than the original and allows for an 
easy, quick and safe manipulation of the gun even with the large bolt-release 
knob on the left side. 
 

✓ The handle rotates and features an optimized surface for the best possible 

grip while the shoulder on the inside of the handle aids in the positioning of the 

hand resp. the fingers so that, when used on the left side of the gun, contact 

with the bolt-release knob is avoided. 

 

✓ Suitable for use on both sides of the gun 
 

✓ Robust execution from high-strength Aluminium with hard coat anodizing and 
surface treated steel to ensure reliability and longevity    

 

 

 

 
 

Scope of Supply: 

• TECTAL Extended Charging Handle PN 06.102, pre-assembled 

incl. 1 additional stainless-steel bolt for handle 

 

 

PN 06.102 – Scope of Supply 
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Required Tools: 

• Allen key 4mm for bolt (handle) 

 

INSTALLATION 

1. Before maintaining or working on any firearm always ensure that it is 

unloaded and safe!  

While pointing the firearm in a safe direction remove any magazine from the 

firearm and ascertain it is unloaded by locking the bolt to the rear and visually 

inspecting the chamber before working on or cleaning it! If loaded follow the 

proper procedures to unload the firearm safely! 

Firearms Safety is your responsibility! 

 

2. For installation simply pull out the original charging handle and push in the 

extended charging handle.  

Ensure that the extended charging handle is fully seated and clicks into 

place!  

 

3. It is recommended to secure the bolt (handle) – either black or stainless-steel, 

see p.3 – with Loctite 243 (blue) or a comparable, non-permanent, medium 

thread locker to ensure that the bolt is securely retained during use while it still 

can be removed for maintenance. 

  

Use of thread locker: 

 

➔ Observe the manufacturer’s instructions for the correct use of the thread 

locker! 

➔ Use thread locker sparingly (~ 2 thread turns - do not cover the whole 

threaded length of the screws!) to ensure that the retaining screws can be 

unthreaded again for maintenance!  

 

The maximum recommended tightening torque for the bolt (handle) is 5 Nm! 
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NOTES ON MAINTENANCE AND COATING / 

SURFACES  

 

MAINTENACE 

During maintenance it is sufficient to wipe all components clean and lightly oil the 

steel part of the extended charging handle especially in those areas where it 

connects to the bolt of the gun and to the actual handle.   

Due to the coating and surface treatment, it is neither necessary nor recommended 

to use aggressive solvents or abrasive tools for cleaning! 

 
 

COATING / SURFACES 

The coating is applied electrochemically.  
Where the Aluminium parts are suspended during processing they may show minute, 
bare spots where contact has taken place. These have no impact on the durability 
and resilience of the coating. 
 
While the steel part of the extended charging handle has a corrosion resistant 

coating it is not made from stainless steel. Therefore, it is recommended to apply a 

light oil film following cleaning or exposure to a wet environment to maximise 

corrosion protection.  

The same applies to the pre-installed, black bolt for the handle – alternatively use the 

stainless-steel bolt (handle) provided with each charging handle.  

 
Coatings and surfaces are subject to wear especially in exposed areas (edges, 
guiding surfaces, etc.).  
 
Process related spots as well as installation or usage related wear are not considered 
a defect.  
 
 

 

In case of questions please contact us at: 

office@tectal.at 
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